Hygienic Multi Purpose Swing Door
for food industry
Type EPK / EPI

A& Durable Construction: High fracture resistance and impact strength, even at
low temperatures (-30 °C)

& Excellent Hygiene: Closed surface prevents the ingress of bacteria, water,
and cleaning agents; highly resistant to fats, acids, solvents, and detergents

& Maximum Safety: Complies with the safety requirements for doors and gates
in accordance with ASR A1.7; finger protection provided by an elastomer
sealing profile

& Custom Manufacturing: Available in various dimensions and sizes with
configuration options adapted to the structural conditions; 90° hold-open
device on both sides

beidseitig
VA-Handhabe

Riegeischioly

FRAME
& 1,5 mm Edelstahl

¥ Suitable for installation in masonry,
concrete, insulated panels, lightweight
partition walls, and steel structures

HARDWARE

& Stainless steel hinges

& 90° stay-open device
& |ockable

DOOR LEAF
& EPK: 15 mm Polyethylene
& EPI: 40 mm PU-foamed

hoher Dichtungsgummi

SURFACE FINISHES

A& Custom colors and special surface
finishes

A& Stainless steel in various brushed
finishes

& Galvanized steel sheet with polymer
coating

VARIANTS
& Single-leaf / double-leaf design

& Top-panel for Conveyor overhead system

& |ntegrated flush vision panel




