Vertical Door
Type ETH 150

& Application: For ripening rooms, cold storage rooms, deep-freeze
rooms, smoke chambers, and wet rooms

& Safety: Double fall protection (secured chain drive plus independent
secondary fall protection)

A& Running Gear: High-quality 4 mm stainless steel track, stainless steel
suspension and roller suspension, ensuring durability

A& Adjustment: Sealing occurs 15 mm before the closing position due
to the door’s own weight, allowing precise adjustment and freedom of
movement

A Sealing: Door leaf as a compact unit (no roll-up mechanism), providing
maximum sealing

FRAME

& 2.0 mm stainless steel

& \Welded

A& Adjustable pressure and guide cams
& Frame heating for freezer applications

HARDWARE
A& Top-mounted track system in 4mm
Stainless steel

& Door suspension/hanging system fully in
stainless steel

& Stainless steel rollers

DOOR LEAF

& 120 mm PU-foamed

& 4-sided rubber gasket

A& Bottom impact plate

& Integrated flush vision panel

SURFACE FINISHES

A Stainless steel in various brushed finishes

& Galvanized steel sheet with polymer
coating

& Custom colors and special surface
finishes

VARIANTS

& \ith emergency escape hatch

& Constructions adapted to the structural
conditions



