Smoke and Heat Ventilation Systems
(SHEV)

Type RWA 25.080

Durable Construction: Welded stainless steel frame

Hermetically Sealed: Tightness ensured by 4-sided continuous rubber
gasket and strong holding magnets, as well as an overhead door closer
with adjustable closing force

Flexible Installation: Suitable for ceiling or wall mounting, indoor or
outdoor use

High Insulation: PU insulation for cold / deep-freeze areas and thermally
insulated rooms

Excellent Hygiene: Resistant to bacterial adhesion and contamination

Fire Protection: B1 version with electric or pneumatic drive system
according to DIN EN 12101-2

Custom Manufacturing: Various dimensions and sizes with
configuration options adapted to the building requirements

FRAME
& 2.0 mm stainless steel

& \Nelded

A& Suitable for installation in masonry,
concrete, insulated panels, or steel
constructions

HARDWARE

& Electric drive
& Pneumatic via CO, cylinder
& Stainless steel hinges

DOOR LEAF

& 80/120 mm PU-foamed
A& 4-sided rubber gasket

SURFACE FINISHES
& Stainless steel in various brushed
finishes

& Galvanized steel sheet with polymer
coating

& Custom colors and special surface
finishes

VARIANTS

& For ceiling or wall mounting
& For freezing applications with heating

& Horizontal, suspended, or vertical
orientation

& Available in various sizes
& Battery backup




